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Information on physical and chemical characteristics and values in this document are based upon tests we believe to be reliable and do not constitute a warranty. They are intended only as a source of information and are given without guarantee and do not 
constitute a warranty. Purchasers should independently determine, prior to use, the suitability of such products for their specific use, including, but not limited to, the application, conditions, maintenance, and the Purchaser shall assume all risk and liability of 
every nature in connection therewith.  All technical data are subject to change without prior notice. In case of any ambiguities or differences between the English and foreign versions of this document, the English version shall be prevailing and leading. 

Eikon gives no express or implied guarantees or warranties with respect to the Products, including, but not limited to, any implied warranties of fitness for any particular use and/or non-infringement. All products are sold subject to Eikon’s general terms and 
conditions of sale.  Eikon’s aggregate liability, whether for negligence, breach of contract, misrepresentation or otherwise, shall in no circumstances exceed the price of the defective, non-conforming, damaged or undelivered Products which give rise to such 
liability as determined by net price invoiced to Purchaser in respect of any occurrence or series of occurrences.  In the event of improper use and/or incorrect processing that does not comply with our instructions, any and all liability is excluded.  In no 
circumstances shall Eikon be liable for any indirect, incidental or consequential loss, damage or injury, including without limitation, loss of anticipated profits, goodwill, reputation, or losses or expenses resulting from third party claims.

Products in the ImagePerfect™ 6500 Series incorporate a metalized vinyl film with a waterproof, 
permanent adhesive that allows for indoor and outdoor, high-impact applications. These products 
are suitable for plotting applications and  IP 6504, IP 6505, IP 6506 and IP 6507 are compatible with 
thermal-transfer printers such as the Gerber EDGE.

Products in the ImagePerfect™ 6500 Series utilise specially-formulated, metallized, vinyl films and would be used for advertising, 
architectural and general signage applications with a high level of visual impact in many indoor and outdoor locations, such as 
retail sites, lifestyle business locations (restaurants, hotels, bars, casinos, theatres, sports arenas, etc), event business locations 
(trade shows, exhibitions, conferences, etc), as well as many other environments, such as offices, show rooms, educational 
establishments, etc . They can also be used for vehicle accenting and for eye-catching label stock. The films are coated with 
a pressure-sensitive adhesive system that is suitable for use on a wide variety of clean, dry surfaces. The exclusive liner is a 
sealed, kraft paper which affords constant layflat and trouble-free conversion on all CAD/CAM equipment. As well as being ideal 
for plotting applications, the IP 6500 Series is also suitable for thermal printing with Gerber EDGE 1, 2 and FX (with the exception 
of IP 6509 and IP 6510 which are not available with edge perforations). For the best results, we would recommend the use of 
the Gerber EDGE Spot or Transparent Series Cartridges to ensure that the metallized effect remains visible. A matt effect can 
be obtained by using the Abrasion Guard GCF-334 foil. Please note that the adhesive side of the product in the case of IP 6505 
Mirror Gold, IP 6507 Brushed Gold, IP 6509 Mirror Rose Gold and IP 6510 Brushed Rose Gold is silver (they are not gold on 
both sides of the product). The IP 6500 products utilise polymeric films.       

Specifications

Description Metallized vinyl

Colour
IP 6504 Mirror Silver, IP 6506 Brushed Silver, IP 6505 Mirror Gold, IP 6507 Brushed Gold, IP 6509 Mirror 
Rose Gold & IP 6510 Brushed Rose Gold

Thickness 65mym

Weight N/A

Adhesive Solvent based acrylic, permanent

Adhesive Strength 20N/25mm (Finat TM 1/24h)

Release Paper Kraft silicone paper, 135g/m²

Temperature Range -22°C to +70°C

Durability (unprinted)
IP 6504 & IP 6506: 5 years
IP 6505, IP 6507, IP 6509 & IP 6510: 3 years

Flame Retardancy N/A

Shelf Life 2 years, 20°C / 50% humidity
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